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podl'a predpisu EHK i. 55.

to ECE Regulation No. 55.

typu mechanick6ho spojovacieho zariadenia alebo komponentu

of a type of mechanical coupling device or component pursuant

HomologizdciaL: E27*55R - 01* 0243*00

Approval No.

Roz5irenie d.:

Extension No.: N/A

1. Obchodn;i ninov alebo znadkazariadenia

alebo komponentu:

Trade name or mark of the device or
component:

2. Niizov vyrobcu pre typ zariadenia alebo

komponentu:

Manufacturer's namefor the type of
device or component:

Nazov a adresa qirobcu:
Manufacturer's nome and address:

Pripadnf ninov a adresa z6stupcu

vyrobcu:

If applicable, name and address of the

m anufa c t ur er' s r ep r es ent ativ e :

GALIA

iannlzariadenie pre vozidlo BMW 2 Active
Tourer, BMW 2 Gran Tourer, BMW Xl,
typ 8023
A coupling devicefor vehicle BMW 2 Active
Tourer, BMW 2 Gran Tourer, BMW Xl,
type 8023

GALIA SLOVAKIA s.r.o.
032 13 YLACHY 142

Slovakia '

N/A

3.

4.
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5. N6zov alebo obchodn6 znadka

alternativneho dod6vatel'a platn6 pre

zaiadenie alebo komponent:

Alternative supplier's names or
trademarks applied to the device or
component:

N6zov a adresa spolodnosti alebo org6nu

zodpovedneho za zhodu vyroby:
Name and address o.f company or body

taking responsibility for the conformity o.f

production:

PredloZen6 na homolo g rzdciu:

Submitted for approval on :

Technick6 sluZba zodpovedn| za

vykonanie homologizadnych skri5ok:

Technical s en ice responsible .for
conducting approval tests :

ミ■A

GALIA SLOVAKIA s.r.o。

03213ヽ/1achy 142

Slovakia

05.09。 2016

θメ
カ
ゝ

"惚
凛ぅιろ2θ16

VUD,a.s.

Transport Research lnstitute,JoS.Co.

Veltt Die1 3323,01008乞ilina

Slovakia

6.

7.

8.

9. Strudnf popis:

Brief description:

\aLn6 zariadenie typu 8023 pre vozidlo BMW 2 Active Tourer, BMW 2 Gran
Tourer, BMW Xl, r.v. 2014-> je ntarenl z masivneho nosnika obd[Znikov6ho prierezu
70x40x4 mm, vybaven6ho na kaZdej strane boinfm drZiakom, za ktor6 je faLn6'
zariadenie priskrutkovan6 k vozidlu. Tieto boin6 drZiaky sf k hlavn6mu nosniku
failn6ho zariadenia na kaidej strane privaren6.

V stredovej iasti hlavn6ho nosnika je navareny fchyt pre upeurenie syst6mu
mechanizmu gul'oqich iapov (skrutkov6ho, alebo bajonetov6ho).

Boin6 drZiaky sf priskrutkovan6 ku karos6rii v miestach urienych vyrobcom . iailnl
zariadenie je pevnostne skr[5an6 podl'a EHK 55.01.

Povrchovtt iprava je vykonantt farbou alebo pozinkovanfln,ktori splia klmaticki

odolnost'. Spojovacf materi{l je proti kor6zii chrinen;i zinko-chromftovanim.

Spojovacia gul'a je odnimatel'nf iba s pouZitim niradia (B023AI), alebo je gul'a -
odnimatel'n{ bez pouZitia niradia (B023C).
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A coupling device lype 8023 for BMW 2 Active Tourer, BMW 2 Gran Tourer, BMW Xl,
model year 2014->, made by welding of u robust oblong beam 70x40x4 mm equipped with a
side bracket on each side which is used to bolt a coupling device to a car. These brackets
are welded to the main beam of a coupling device on each side.

In the middle part of the muin beam there is welded a hitch to grip the mechanism of a ball
pins (bolt or bayonet version).

Side brackets are bolted to a car body in places given by maker. The coupling device has
been physicully tested according to the ECE Regulation No. 55. ':

Coating is made by u paint (or zinc coating) fulfilling climate endurance according.
Connecting material is protected against rust by zinc-chromate surface coating,

Ball unit is detachable by use of tools only (B023AI), bull unit is detachuble without use of
tools (B02jC).

9.2

9.1 Typ a trieda zaiadenia alebo komponentu:

Class of device or component:

Charakteristick6 hodnoty

Characteristic values

9.2.l Hlavn6 hodnoty

PrJzαッ ″ルぉ

9。2.2 Alterllativne hodnoty

И:`crttαt"eッαルω

A50…X

D=Dc〓 10,60 kN
S〓 90 kg

N/A

U=N/A
V=N/A

9.3 V pripade triedy A mechanick6ho spojovacieho zariadenia alebo komponentu,vrfutane
tain!'chkonzol:
For Class A mechanical coupling devices or components, including towing brackets:

9.3.1 Maxim6lna pripustn6 hmotnost' vozidla dantt

vyrobcom:
Vehicle manfficturer's maximum permissible
vehicle mass:

2 350 kg

9. 3. 2 Rozdelenie maxim6lnej pripustnej hmotnosti
vozidla medzi nhpravy (n6prava I I ndprav a 2):

Distribution of maximum permissible vehicle r

mass between the axles (axle l/axle 2): N/A
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9. 3. 3 Maxim5lna pripustnS hmotnost' pripoj neho

vozidla dan6 vyrobcom:
Vehicle manufacturer's maximum permissible

tow able trailer mass:

9. 3. 4 Maxim6lna pripustn6 statick6 hmotnost' na

spojovaciu hlavicu dan6 vyrobcom:
Vehicle manufacturer's maximum permissible

static mass on coupling ball:

9. -l. J Maxim6lna hmotnost' vozidla s karos6riou,

v prev6dzkovom stave, vr6tane chladiacich

kvapalin, olejov, paliva, n6strojov

a n6hradn6ho kolesa (akje dod6van6), bez

hmotnosti vodida:

Maximum mass of the vehicle, with bodyv'ork,

in running order, including coolant, oils,.fuel,

tools and spare wheel (if supplied) but not

including driver:

9.3.6 Podmienky zafaLenia, zaktorych sa meria

qi5ka f aLnej gule mechanick6ho spojovacieho

zanadenia upevnen6ho na vozidlo kategorie

M1:

Loading condition under which the tow ball
height of a mechanical coupling device Jitted
to category Ml vehicles is to be measured:

10. Pokyny na pripojenie spojovacieho zanadenia alebo

komponentu na vozidlo a fotografie alebo vykresy
bodov upevnenia na vozidle, dan6 vyrobcom:
Instructions for the attachment of the coupling device

or component type to the vehicle and photographs or
drawings of the mounting points given by the vehicle

manufacturer:

1 l. Inform6cie o upevneni v5etkych Specirllnych

posiliujricich konzol alebo dosiek, di rozstupovych

komponentov potrebnych na pripevnenie

spojovacieh o zaiadenia alebo komponentu :

Information on the.fitting of any special reinforcing
brackets or plates or spacing components necessatj)

for the attachment oJ the coupling device or
component:

2 000 kg

90 kg

1 555 kg

najviiiSia pripustnr[ hmotnost'
vozidla

m aximum p e rmis sib le ve hic le
MASS

vid'mont{Zny n{vod

see fitting instructions

N/A
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12. Doplnkov6 informdcie o obmedzeniach pouZitia

spojovacieho zariadenia alebo komponentu na

Speci6lne typy vozidiel:
Additional information where the use of the coupling

device or component is restricted to special types of
vehicles:

13. V pripade spojeni z6vesn6ho typu triedy K, detaily

oka oja vhodn6ho na pouZitie s danym typom

z6vesu:

For Class K hook type couplings, details of the

drawbar eyes suitable.for use with the particular
hook type:

14. D6tum skri5obndho protokolu:

Date of test report:

1S. iislo skir5obn6ho protokolu:

Number of test report:

16. Poloha homologizadnej znadky:

Approval mark position :

17. D6vod (y) roz5irenia homologrzdcte:

Reas on(s) for extension of approval :

18. Homologizdcia:
Approval:

19. Miesto:
Place:

20. D6tum:

Date:

21. Podpis:

Signature:

BⅣIW 2 Active Tourer,BⅣIW 2

Gran Tourer,BPIW Xl,2014… >

M

06.09.2015
θ♂sη″滋ル%2θ15

243/16

St■Ok na dttiaku gule

FJa″ ο″滋θあ′たλ
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M

udeleni l+exdi*edrrl ffi64
granted /eclenW/ rdUt"a I nitnar"n"u

Bratislava

21。 9。 2016
21Sr Sep″″ルιろ2θf6

Mgr. Michal Halabica
for the minister

22. Zoznam dokumentov uloZenych administrativnym org6nom, kto4i udelil homologizdciu je
pripojenj'k tejto spr6ve a sri dostupn6 na poZiadanie.

The list of documents deposited with the administration Service which granted approval is
annexed to this communication and may be obtained on request.
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pRir,onA
ANNEX

Zoznam dokumentov uloEenych v homologizainej zloLke
List of documents deposited in the approvalfile

Ziadost o homologizdciutypu mechanick6ho spojovacieh o zaiadenia podfa EHK d. 55
Applicationfor approval of a type of mechanical coupling device to EE Regulation No. 55. \qr

Skt5obny protokol:

Test report:

Vfkres morrtirtnych bodov dany vyrobcom vozidla
Drawings of the mounting points given by the vehicle manufocturer

Pokyny pre mont6Z a obsluhu:

Ins truction for installation and us e :

243/16

Montr{Zny nfvod, pokyny pre uZivatel,a,
technicky popis
Fitting instructions, useF's instractions,
technical description

Foto priloha

Photo annex

oznadenietypuzariadenia/dokument5ciadislo: B0235AIC-00-00
Designation of the type of the device/ document No.:

Certifik6t syst6mu kvality podl'a EN ISO 9001:2008: 8.201,472 platnf do 27.08.2017
Certificate System of Quality to EN ISO 9001:2008: No. 201472 valid to 27.0g.2017

Akreditovanri skir5ka:

Accredited test
2/2007
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